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no component involved in the incident
may be moved from its location or oth-
erwise altered until the investigation
is complete or the investigating agency
otherwise provides. Where components
must be moved for operational or safe-
ty reasons, they must not be removed
from the plant site and must be main-
tained intact to the extent practicable
until the investigation is complete or
the investigating agency otherwise
provides.

[Amdt. 193–2, 45 FR 70405, Oct. 23, 1980, as
amended by Amdt. 193–10, 61 FR 18517, Apr.
26, 1996]

§ 193.2517 Purging.
When necessary for safety, compo-

nents that could accumulate signifi-
cant amounts of combustible mixtures
must be purged in accordance with a
procedure which meets the provisions
of the AGA ‘‘Purging Principles and
Practice’’ after being taken out of serv-
ice and before being returned to serv-
ice.

§ 193.2519 Communication systems.
(a) Each LNG plant must have a pri-

mary communication system that pro-
vides for verbal communications be-
tween all operating personnel at their
work stations in the LNG plant.

(b) Each LNG plant in excess of 70,000
gallons (265,000 liters) storage capacity
must have an emergency communica-
tion system that provides for verbal
communications between all persons
and locations necessary for the orderly
shutdown of operating equipment and
the operation of safety equipment in
time of emergency. The emergency
communication system must be inde-
pendent of and physically separated
from the primary communication sys-
tem and the security communication
system under § 193.2909.

(c) Each communication system re-
quired by this part must have an auxil-
iary source of power, except sound-
powered equipment.

[45 FR 9203, Feb. 11, 1980, as amended by
Amdt. 193–16, 63 FR 37505, July 13, 1998]

§ 193.2521 Operating records.
Each operator shall maintain a

record of results of each inspection,
test and investigation required by this

subpart. For each LNG facility that is
designed and constructed after March
31, 2000 the operator shall also main-
tain related inspection, testing, and in-
vestigation records that ANSI/NFPA
59A requires. Such records, whether re-
quired by this part or ANSI/NFPA 59A,
must be kept for a period of not less
than five years.

[Amdt. 193–17, 65 FR 10960, Mar. 1, 2000]

Subpart G—Maintenance

SOURCE: Amdt. 193–2, 45 FR 70407, Oct. 23,
1980, unless otherwise noted.

§ 193.2601 Scope.
This subpart prescribes requirements

for maintaining components at LNG
plants.

§ 193.2603 General.
(a) Each component in service, in-

cluding its support system, must be
maintained in a condition that is com-
patible with its operational or safety
purpose by repair, replacement, or
other means.

(b) An operator may not place, re-
turn, or continue in service any compo-
nent which is not maintained in ac-
cordance with this subpart.

(c) Each component taken out of
service must be identified in the
records kept under § 193.2639.

(d) If a safety device is taken out of
service for maintenance, the compo-
nent being served by the device must
be taken out of service unless the same
safety function is provided by an alter-
nate means.

(e) If the inadvertent operation of a
component taken out of service could
cause a hazardous condition, that com-
ponent must have a tag attached to the
controls bearing the words ‘‘do not op-
erate’’ or words of comparable mean-
ing.

§ 193.2605 Maintenance procedures.
(a) Each operator shall determine

and perform, consistent with generally
accepted engineering practice, the peri-
odic inspections or tests needed to
meet the applicable requirements of
this subpart and to verify that compo-
nents meet the maintenance standards
prescribed by this subpart.
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